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HARLEKIN 2
For more than twenty years, our Harlequin has marked the entry into the musical world of 

Acapella Audio Arts. Moderately proportioned, sonically a great success.

To ensure that this remains so in the future, we set ourselves the task of transferring the 

experience gained from the development of our reference systems Hyperion and Sphäron 

to the Harlekin.

This was no easy task, because we wanted to preserve our sound quality and transfer it to 

smaller scale settings. The iconic design we preserved, but everything else was taken back 

to the drawing board. Starting with completely new drivers, the completely redesigned 

crossover, the perfected internal cabling, and the complex resonance tuning, including the 

specially ventilated enclosures for even more profound bass reproduction, nothing remai-

ned as it was. An expense that pays off.

The new Harlequin reproduces the sound with high precision and accuracy, sensing the ti-

niest acoustic details in wide rooms and can dynamically impress with powerful acoustic 

velocity. Its subtle sensitivity allows the connoisseur to dive deep into the musical events, 

just as you would expect from a transducer from our manufacture.

The new Harlequin transmits frequencies from as low as 20 Hertz without amplifier 

complications. A true full-range system without the lavish space requirements of larger 

speakers. Ideal for rooms from 12 to 40 square meters, but capable of sounding twice as 

large if necessary.

We are proud to present the Harlekin 2, the best Harlekin we can build for you with all our 

experience, knowledge and craftsmanship.

TECHNICAL DATA

Low-mid 10 inch driver, ventilated system

Midrange 1.7 inch

Frequency 20 to - 20000 Hz

Efficiency 91 dB/ 1W / 1m

Impedance 8 Ω

Weight 75 kg

dimensions (hxwxd)  1205 x 295 x 460


