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HYPERION
With the Acapella Hyperion we have created an exceptional transducer, capable of moving 

the standards in music reproduction. A musical titan, that rightly bears its name.

Whether the delicate tone of a flute, the unleashed force of a large orchestra, or the imme-

diate dynamics of a drum kit, the Hyperion sees itself as a mediator of the highest compet-

ence.

Eight 15 inch drivers, exclusively manufactured for the Hyperion, are housed in elaborate, 

perfectly crafted cabinets for deep black bass and a tremendous lower cut-off frequency 

of 16 Hertz.

The seamlessly following midrange takes over a specially developed for this system 780 

hyper-spherical horn unit. Thanks to particularly effective damping of rear sound compon-

ents, the 2.5 inch dome used here works completely free of discolourations. The result is 

an unprecedented natural midrange reproduction.

The high range is once again provided by our well-proven TW 1-S ion tweeter.Its wide 

frequency range gives the Hyperion a frequency response of more than 11 octaves.

In the Hyperion, these characteristics combine to create a breathtaking cosmos of musical 

reproduction, with only one standard of comparison: Live music.
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bass 4x 15" driver

middle frequency new 2,5" driver, driver hyperspherical horn 780mm 

high frequency Acapella Plasma Tweeter TW1-S

transmission range 16 Hz - 40000 Hz

efficiency 96 dB/1W/1m

impedance 8 Ω

weight 300 kg

dimensions (hxwxd) w/o horn 2470 x 440 x 790 mm

dimensions (hxwxd) with horn 2470 x 780 x 940 mm


